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Adhesive Tape

2316L
Cotton Paper Tapeh 4L+

& Technical Data Fi AR %#E

® Product Description

72 i B 2316L is a cotton paper carrier tape with acrylic adhesive double coated . It has a
very high level of initial tack and good adhesion to a wide variety of surfaces.
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® Key Features
Et Excellent initial adhesion. {5 (AR .
Excellent resistance to high temperature. f)t: 5 f i =i 14 o
Good adhesion to film and plastic materials SRl 44 i A=A K I roRG

® Application ldeas

N 458, Adhesive to mark,film,power switch,foam materials,fabric materials as well as
plastic materials.
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® Construction
it

@ Acrylic Adhesivell 5¢ /1 JiZ )2
@ Contton Paperfii4t

@ Acrylic Adhesivell 5¢ /1 JiZ )2
@Paper Release Liner 4

€ Technical Datafkgefgtn

Test ltem# AT H UnitBfr Valuell A& Test MethodJl R 5 1E
Thickness J5 /% mm 0.16+0.02 ASTM-1000

Ball tack. J.dow method at room temperature.

Initial Adhesioni& ERIHY Ball No. > 124 Tape size:100mm*150mm

180 Peel Adhesion

180°3 5 15 gf/25mm 2500 ASTM D-3330
Holding Power{f-4 77 hrs >72 ASTM D-3654
Temperatur?alfeesistance fiif L 20°C~120C L
i
Colorits White [ {1,  —
Release Liner &4t Paper Liner #4 & —

& Application Guidelinesh HI45F

@ For maximum bonding result, the application surfaces should be cleaned with a 50:50 mixture ( isopropyl alcohol and
water).ldeal tape application temperature is ranged from 18°C to 38°C and an excellent bond is allowed to dwell 72 hrs.
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@ Shelf Life & Storage Conditions{i)iiy5 i 51

@ Tape in roll form: Shelf life 12 months from the date of manufacture when stored in original cartons at 20°C and 50%
relative humidity. 45175 :  7E20°C FI50 %6 AHXHR 4% A1 N A7 AR SISk I 4RAE,  LRBY) A2 H e 12 H .

€ NotesHE

The information contained in this data sheet is intended to assist you in designing with Incheng adhesive tape. The technical information and
datas should be considered representative or typical only. It is not intended to and does not create any warranties,express or implied, including
any warranty of merchantability or fithess for particular purpose or that the results shown on this data sheet will be achieved by user for a
particular purpose.The user should determine the suitability of Incheng asdhesive tape for each application. 2 3C4FH BT 4L 5 1177 i (5 & B E
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Servtek Materials Technology (Guangzhou) Co.,Ltd

- Http: www.servtek.cn
servIEr) P
Tel : (+86)20-38892652/38255282

Fax: (+86)20-38892205
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