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Conductive Adhesive Film& B R E

& Technical Datafi A% ¥

® Key Features
FERR Excellent electrical properties/low resistance R 4 () S P A

Good adhesion between Pl and Metal{/i 511 2 [ i 45 77 .
Excellent resistance to reflowff B FI i [0l 7 fR g

® Application ldeas . . _ . I
o1 Consumer electronics,LCD modules backlight with FPC electromagnetic shielding
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® Construction
41

pELE
(ATEHEMERT)

WEREEE

& Technical DataFsi RS %

Type CAD Layer Release Film (Heavy)
it FBEEE (um) EEAE (um)
C340 40 50

C360 60 50

®Peel Strength#I Bt CHEZAA ) =6N/em

@ Soldering levelifiyf #7141 5288°C/10sec

®Resistance 2Tt (P1Tmm) <0.1Q

®Release force (light) FALJ; CREIEPERND <30g/25mm

@ Chemical resistance: the rate of decrease of peel strength is less than 20% after soaking in NaOH. IPA. HCL

separately for ten minutes.
SrENAOH. IPA. HCLH 231105 4l ] 255 1 b 14 < 20%

& Notes (HFEER)

The information contained in this data sheet is intended to assist you in designing with Incheng adhesive tape. The technical information and datas
should be considered representative or typical only. It is not intended to and does not create any warranties,express or implied, including any
warranty of merchantability or fithess for particular purpose or that the results shown on this data sheet will be achieved by user for a particular
purpose.The user should determine the suitability of Incheng asdhesive tape for each application.
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Servtek Materials Technology (Guangzhou) Co.,Ltd
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Http: www.servtek.cn

’ \Tel : (+86)20-38892652/38255282
SERV EK Fax: (+86)20-38892205
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