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Adhesive Tape

4080GL
Acrylic Foam Tape

@ Technical Data FAEIE

® Product Description

7= i 8
4080GL is a acrylic foam double-sided tape , it is a pressure sensitive and good
heat resistant high bond adhesive tape.
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® Key Features
FERR

Good durability and good resistance to high temperature [ 4 (KR A PE R B G- s
Good shock absorption E - {1 %

Good performance for high and low temperature periodically cycles =i WIE PR M fE K 1T
Moisture-proof,solvent resistanceli ¥, i 7

® Application Ideas
NAYE
Bonding nameplate or signs. k%44 M sl br i .

Bonding the outdoor parts, steel sheet and strengthen partskfi# /' 4b 241, AR I s
Bonding residential equipment parts and signs. k%41 2 % 4 B A4 M bx .

Mobile phone battery packkiih T #L Hiits

Bonding of various moldings and emblems for automobilesfi4z & Fh i B kR HVE

e Construction&#3

®Grey Acrylic K (41 57 /)

777/////////7//// ®Red PE Release Liner 4L {4PER I

& Technical Dataltge iz =%

Test ItemPUAT H UnitBaAfr Valuefll i & Test Method Jlli& i
Tape color /i e, — Grey K {4, —
Release Liner s 1 ik —_— Red PE 44 PE —_—
Thickness)& ¥ mm 0.80+0.05 ASTM-1000
Standard Roll Width#z 5 mm 800 S
Standard Roll Lengthdz it K: & m 33 —
180°Peel Adhesion 180°3% 1 gf/inch =4,000 ASTM D3330
Dynamic Shear Strengthz) s 85 V)5 /& gf/cm2 =7000 ASTM D-1002
Holding Powerf{#F 7 80°C,1kg h =24 ASTM D3654
Temperature Resistance | Short Term/%i 1] © 160 —_
ik Long Term 3 100 —_

€ Shelf Life & Storage Conditionsf# i 5 &4

Tape in roll form: Shelf life 1 year from the date of manufacture when stored in original cartons at 22°C and 50%
relative humidity. fR# K% : 20°C , HXEES0% , TR TRELFES , RRPAINEF 2 ARH1LE.

Ideal tape application temperature range is 21°C to 38°C.
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o Notes’T B

The information contained in this data sheet is intended to assist you in designing with Incheng adhesive tape. The technical
information and datas should be considered representative or typical only. It is not intended to and does not create any
warranties,express or implied, including any warranty of merchantability or fitness for particular purpose or that the results shown
on this data sheet will be achieved by user for a particular purpose.The user should determine the suitability of Incheng asdhesive
tape for each application.
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Servtek Materials Technology (Guangzhou) Co.,Ltd

. Http: www.servtek.cn
SERVIEK
Tel : (+86)20-38892652/38255282

Fax: (+86)20-38892205
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